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Abstract: In this work, a thorough review of the literature was conducted with a primary focus on accelerated corrosion-induced 
corrosion. The report that follows compares different reinforced concrete mixtures following corrosion. By adjusting the 
transparent cover and reinforcement diameter, a simple reinforced concrete specimen, a specimen of reinforced concrete mixed 
with steel fiber, and a specimen of reinforced concrete mixed with steel fibre and ultra-fine slag were all produced. Using the 
accelerated corrosion method, the rate of induced corrosion, the flexural strength before and after corrosion, and the depth of 
corrosion penetration were compared. 
Keywords: Corrosion, flexural strength, Faraday’s Law, Degree of Induced Corrosion, Ultra-fine Slag, Steel Fiber. 
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I. INTRODUCTION 
By producing a thin layer of passivity—a protective layer of iron oxide—on the surface, the alkaline property of calcium hydroxide, 
which has a pH of roughly 13, stops the corrosion of the steel reinforcement. If the concrete is porous, carbonation will spread to the 
concrete that is in touch with the steel or soluble chlorides will reach the reinforcement; if both water and oxygen are present, the 
reinforcement will corrode. When the pH drops below approximately 11.0, the passive iron oxide layer disintegrates, and 
carbonation brings the pH down to approximately 9. Rust increases the volume of steel compared to the original steel, causing 
swelling pressures to induce cracking and spalling of the concrete. When two different metals are electrically linked in the presence 
of moisture and oxygen, an electrochemical reaction takes place that causes steel to corrode. Due to changes in the electro-chemical 
potential on the surface, which generate anodic and cathodic zones and are coupled by an electrolyte in the form of salt solution in 
hydrated cement, the same process only occurs in steel. While the negatively charged free electrons e- travel along the steel into the 
cathode where they are absorbed by the elements of the electrolyte and mix with oxygen and water to create hydroxyl ions (OH)-, 
the positively charged ferrous ions Fe2+ at the anode pass into solution.  Iron ions and hydroxyl ions subsequently combine to make 
ferric hydroxide, 
 

II. LITERATURE REVIEW 
A. RATHOD AND  MOHARANA (2015) 
The main cause of degradation of steel reinforcement in concrete is corrosion. Corrosion begins earlier in the reinforcement before 
the appearance of cracks. Some non-destructive methods to detect corrosion were discussed in this study, as it is not possible to 
detect corrosion by visual means. In this paper, various non-destructive methods to monitor corrosion using different equipment 
were defined. 
Open circuit potential technique (OCP) worked on the principle of measuring corrosion potential of rebar in comparison with 
standard reference electrode mostly saturated calomel electrode (SCE). In Surface Potential (SP) technique, an electric current 
flowed between anodic and cathodic sites in the concrete during corrosion and sensed by measuring the potential drop in concrete. 
Linear Polarization Resistance (LPR) technique only needed a connection to the steel reinforcement to measure corrosion of 
reinforced steel in RC structures. Potentiodynamic Anodic Polarization classifies a metal sample by its current-potential connection. 
These above- mentioned techniques proved useful in only finding the anode and cathode position and failed to provide real time 
corrosion result. Whereas for measuring real time corrosion methods like AE, Galvanic Monitoring Probe, FO, High Frequency UV 
overcome the limitation. 
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B. Shaikh et al. (2016)  
This study presents an experimental program to compare corrosion damage using two accelerated corrosion techniques namely, 
constant voltage and constant current. In this study, six concrete columns were tested. Total of six reinforced deformed bars of 
diameter 13mm and spiral of 6mm diameter were placed longitudinally. A stainless steel pipe of diameter 20mm placed in the 
center of the column to act as cathode. To speed up corrosion and to supply oxygen small holes of diameter 2mm and four in 
number were made along the steel pipe longitudinally. The study consisted of two parts. The first part allowed corrosion around 8 % 
steel loss using two methods, constant voltage and constant current. The second part was to corroded the columns up to failure by 
maximum compression load. In the constant current sampled column, longitudinal cracks, crack width and circumferential 
expansion were more prominent than in constant voltage. Conclusions draws that almost similar steel loss took place but more 
damage was caused by constant current. As a result great structural damage by constant current as the load carrying capacity also 
decreased. Therefore, the constant current method gave more desired results to stimulate corrosion in reinforced concrete member. 

 
C. Behera et al. (2016)  
In this study, a critical corrosion at the onset of crack formation considered the production of rust at steel concrete junction was 
observed. The various expansive products of corrosion exerts radial pressure on the cover of concrete that lead to the formation of 
longitudinal cracks. Further the product of corrosion by accelerated corrosion method were determined using spectroscopic and 
microscopic method and then compared to natural corrosion of reinforcement in an old building nearly 50 years old. A combination 
of phase wise mass loss calculations and along with corrosion pressure theory estimated the critical corrosion amount. Various rust 
phases developed such as goethite, lepidocrocite, akageneite, maghemite, and magnetite. Spectroscopic studies showed some 
similarity in the rust phases formed under natural corrosion and those formed during accelerated corrosion. 
This study also concluded that, as the cover-to diameter ratio increased, the critical corrosion amount increased. A radial pressure 
increased with the loss in weight of the reinforcement at the commencement of corrosion. Further, as the concrete strength 
increased, critical mass loss and its associated critical corrosion pressure also increased. Huo (2016) This study developed a model 
that predicted time from corrosion initial to corrosion cracking. No internal force action on steel- concrete interface was considered 
before the corrosion products filled the concrete pores. A relationship between internal expansion pressure and steel mass loss was 
established. The model was set as a thick walled cylinder and assumed the wall thickness equal to the concrete cover and the 
concrete cracking when the internal expansion pressure exceed the strength of concrete. Later the results compared to the computed 
model accuracy with the experiment result proved to be within the permissible range. Therefore, this forecasting of corrosion 
induced cracking is feasible. 
 
D. Chakravarthy and  Raj (2017) 
In this paper presence of Alccofine in the ordinary cement in ideal measurements can be relied upon to enhance the compressive 
strength and give protection against chloride assault, ocean water assault and quickened erosion assault. The primary target of the 
work centers on the compressive quality of cement with incomplete replacing of concrete with Alccofine. Replacement of cement in 
M25 mix with alccofine in varying percentage at 0%, 4%, 8%, 16%, 17%, 20%, 25%, 50%, 75% and 100% for 7 and 28 days the 
compressive strength was maximum at 16% replacement exhibiting the value of 50.95 % and 60.95%, and on further increase the 
value decreased . Alccofine when added in concrete mix displays decent permeability parameters that brings about resistance 
against corrosion. CaO present in alccofine when consolidates with water under mix, gives high resistance against chemical and acid 
attacks. 
Brenna et al. (2017) Corrosion of the reinforcement is caused by AC interference. Due to the dearth of data, tests conducted in 
alkaline solution and on concrete slabs are used to discuss the impact of AC on the localised corrosion of passive carbon steel in 
concrete. The AC application ranged from 10 to 500 A/m2. According to the findings, AC interference decreases steel passivity by 
raising the passive current density and decreasing the [Cl-]/[OH-] molar ratio as well as the passive interval. Findings showed that, 
depending on the amount of chlorides in concrete, the critical alternative current density ranges between 30 and 100 A/m2. 
Angest and  Elsener (2017)A long-standing and socially significant difficulty in science and engineering is predicting the lifespan of 
concrete structures in corrosive conditions. The key factor contributing to the early deterioration of concrete infrastructure around 
the world is chloride-induced corrosion of the reinforcing steel in concrete. This problem has been approached conceptually since 
the middle of the last century, relying on a threshold chloride concentration for corrosion onset (Ccrit). This idea serves as the 
foundation for all current models for predicting chloride-induced steel corrosion in concrete. We propose an experiment that 
demonstrates how much the exposed steel surface area affects Ccrit. The higher and more varied Ccrit gets, the smaller the 
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examined specimen is. This size effect in reinforced concrete's resistance to corrosion can be attributed to the very variable local 
circumstances present at the steel-concrete contact. The scale effect has significant effects on how the common concept of Ccrit is 
used going forward. It raises concerns about the reproducibility of normally small-scale laboratory testing as well as the relevance of 
laboratory findings to engineering structures. Last but not least, we demonstrate that the weakest link theory can be  
used to convert Ccrit from small to big dimensions, laying the groundwork for accounting for the size effect in the science and 
engineering of predicting the longevity of infrastructures. 
 

III. STEEL FIBER 
Steel fiber was added to reinforced concrete to affect various parameters. The actual role of the fibers is to reduce the corrosion in 
the reinforcement. During the progress of impressed current the concrete acted as a medium for transportation of ions so the steel 
fiber would be affected first. One could suspect that the steel fiber would act as a sacrificing material in order to protect the 
reinforcement. . An increase in the rate of corrosion will give a rapid break down of thin fibers. Crimped steel fibers were used for 
this study. The tensile strength and the Young’s modulus of the used steel fibers were 1250 MPa. Other properties of the used steel 
fibers are summarized in Table 1. 
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Figure 2: Comparison of Actual mass loss and Theoretical mass loss 
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IV. CONCLUSION 
Based on the above study following conclusions can be made 
1) According to the accelerated corrosion method adopted in this research, large steel bars need longer duration, compared for 

producing a similar corrosion level, but tend to exhibits high corrosion depth. 
2) The variation in clear cover on the sample produced a little effect on corrosion, as it took almost similar time to induce 

corrosion in the samples. 
 

V. ACKNOWLEDGMENT 
This work was completed with the grants and facilities of Lakshmi Narain College of Technology, Bhopal (M.P.). Authors are 
thankful to this institute and faculties for extending this cooperation. 
 

REFERENCES 
[1] A. Kanchanadevi, K. Ramanjaneyulu,Effect of corrosion damage on seismic behaviour of existing reinforced concrete beam-column sub-assemblages, 

Engineering Structures, Volume 174,2018,Pages 601-617,ISSN 0141-0296,https://doi.org/10.1016/j.engstruct.2018.07.094. 
[2] Abbas Ghasemi and Mohamad Sobhani,"Modeling the impact of corrosion rate of stirrups on seismic performance of reinforced concrete columns", 

Earthquakes and Structures ,Volume 24, Number 3, March 2023 , pages 183-192,DOI: https://doi.org/10.12989/eas.2023.24.3.183. 
[3] Abdulaziz Alaskar, Ali S. Alqarni, Ghasan Alfalah, Ahmed K. El-Sayed, Hossein Mohammadhosseini, Rayed Alyousef,Performance evaluation of reinforced 

concrete beams with corroded web reinforcement: Experimental and theoretical study,Journal of Building  Engineering, Volume 35,2021,102038,ISSN 2352- 
7102,https://doi.org/10.1016/j.jobe.2020.102038. 

[4] Aditi Chauhan, Umesh Kumar Sharma,Influence of temperature and relative humidity variations on non-uniform corrosion of reinforced concrete, Structures, 
Volume 19,2019,Pages 296-308,ISSN 2352-0124,https://doi.org/10.1016/j.istruc.2019.01.016. 

[5] Afshin Firouzi, Mohaddeseh Abdolhosseini, Rouhollah Ayazian,Service life prediction of corrosion-affected reinforced concrete columns based on time-
dependent reliability analysis,Engineering Failure Analysis, Volume 117,2020,104944,ISSN 1350-6307,https://doi.org/10.1016/j.engfailanal.2020.104944. 

[6] Ahmad, S. (2009). “Techniques for inducing accelerated corrosion of steel in concrete.” The Arabian Journal for Science and Engineering, 95–104.  
[7] Ahn, W. (2001). “Galvanostatic testing for the durability of marine concrete under fatigue loading.” Cement and Concrete Research, (31), 343–349. 
[8] Alizade, E., Alaee, F.J., and Zabihi, S. (2016). “Effect of Steel Fiber Corrosion on Mechanical properties of Steel Fiber Reinforced Concrete.” Asian Journal of 

Civil Engineering, 17(2), 147-158. 
[9] Alonsol, C., Andydel, C., Rodyigtrez, J., and Diex, J. M. (1998). “Factors controlling cracking of concrete affected by reinforcement corrosion.” Material and 

structures, 31(1), 435-441. 
[10] Altoubat, S., Maalej, M., and Shaikh, F.U.A. (2016). “Laboratory Simulation of Corrosion Damage in Reinforced Concrete.” International Journal of Concrete 

Structures and Materials, 10(3), 383–391. 
[11] Andrea Brenna, Silvia Beretta, Fabio Bolzoni, MariaPia Pedeferri, Marco Ormellese,Effects of AC-interference on chloride-induced corrosion of reinforced 

concrete, Construction and Building Materials,Volume 137,2017,Pages 76-84,ISSN 0950-0618,https://doi.org/10.1016/j.conbuildmat.2017.01.087. 
[12] Balouch, S.U., Forth, J.P., and Granju, J.L. (2010). “Surface corrosion of steel fibre reinforced concrete.”Cement and Concrete Research, 40 (1), 410–414. 
[13] Behera, P.K., Moon, A.P.K., Mondal, K., and Misra, S. (2016). “Estimating critical corrosion for initiation of longitudinal cracks in RC structures considering 

phases and composition of corrosion products.” Journal of Materials in Civil Engineering, 28(12), 0401615/ 1-04016158/12. 
[14] Broomfield, J.P. (2007). “Corrosion of Steel in Concrete: Understanding, Investigation and Repair.” Taylor & Francis. 
[15] Care, S., and Raharinaivo, A. (2007). “Influence of impressed current on the initiation of damage in reinforced mortar due to corrosion of embedded steel.” 

Cement and Concrete Research, 37 (1), 1598–1612.  
 



 


